PENTAX 





Presenting the Optio430RS from 
Pentax — a compact digital camera 
that blends high-level functionality and 
astounding performance with 
surprisingly compact dimensions. 

With a sophisticated, sleek stainless 
steel exterior, it is as pleasing to look 
upon as it is to use. It also has a natural 
feel that enhances the shooting 
experience and a range of functions 
capable of adapting to a plethora of 
lighting situations and subjects. 

The Optio430RS also achieves a truly 



pleasure and q 




of compact digital shootin 



satisfying degree of sharpness and 
detail with powerful 4.0 effective 
megapixels capability and versatile 
zooming capacity. 

Try the Optio430RS from Pentax and 
experience the sheer pleasure and 
quality of compact digital shooting. 




The Optio430RS is small enough to fit 
unobtrusively in virtually any bag or pocket and 
weighs in at a mere 235g*, yet it has a high- 
performance 3X optical zoom lens** that blends 
superb compositional potential with high image 
resolution and low-level image distortion. Despite 
such capacities, this lens also shares surprisingly 
compact dimensions through the integration of 
two dual-sided aspherical elements and a lens 
barrel retraction mechanism. 

The utmost in clarity is also maintained at the 
recording stage thanks to the power of 4.0 
effective megapixels. The camera is also 
equipped with a 1 / l .8 inch primary color CCD 
and Pentax advanced image processing 
technology. 

The Optio430RS from Pentax — small enough 
to be taken anywhere; powerful enough to 
take your photography to a new level. 



*The Optio430RS weighs 235g including battery and CF™ card. 
**Lens equivalent to a 37.5mm - 1 12.5mm lens in 35mm format. 






Operation of the Optio430RS has been made much 
more smooth and responsive. Take the easy playback, 
for example. When the camera is in shooting mode, 
the viewing of stored images can be done with merely 
a single touch of the "OK" button. It's also just as 
convenient to switch back from viewing to shooting 
mode with a single press of the shutter release. 
Functionality of this kind ensures that you are always 
ready to react to new photographic opportunities fast. 



Operational simplicity 

with added versatility. 



3D image mode 

Add a new sense of perspective to your shots with 
3D image mode. Simply follow the guidance 
given by the camera in order to take two shots 
and you'll be amazed by the stereoscopic effect 




This image is for illustrative 
purposes only. 



Trimming mode 

Sometimes there can be one or two elements 
in a shot which detract from the impact of the 
entire image. Previously this situation could only 
be fixed by recomposing and shooting again, 
however the Optio430RS features a useful 
trimming mode, which allows you to select only 
the part of the image you want and save it as 
a completely new image. 




Digital filter 



The use of filters has long been popular within the field of 
SLR photography. Now, however, the Optio430RS offers 
you a convenient range of digital filters so that different 
effects can be achieved without having to carry around 
a bag of accessories. 

These filters provide you with a choice of black & white 
and sepia shooting, and they also allow you to change 
the perceived temperature of the scene with a choice of 
different color tones (choose from red, pink, yellow, 
green, blue and purple). Subjects can even be made to 
appear more stout or slender through use of the slim filter. 




Slim filter 




Waterproof case (optional) 



The Optio430RS is so small and so versatile that you'll 
want to take it everywhere with you. Now, however, 
you really can thanks to the optional waterproof 
case O-WPl*. It's made from poly-carbonate resin, 
which makes it useful in rain or snow and in locations 
such as construction sites where a little more 
protection is needed against dust and small 
particles. It is also 
watertight to an 
impressive depth 
of 40 meters, so 
you can even 
take it with you 
when you go 
scuba diving! 




* This case can be used for the Optio330, 
Optio430, Optio330RS and Optio430RS. 



Alarm clock/world time function 



At Pentax, we really have gone out of our way to 
make sure that the Optio430RS functions as more than 
just a digital camera. A prime example of this is the 
addition of an alarm clock function, which can be set 
to display the image of your choice when you awake. 
The camera also features a world time function 
capable of displaying the correct time in 62 cities 
around the world and recording the time and date of 
each shot. Together these features make the 
Optio430RS an ideal choice when traveling and allow 
the easy sorting of images upon your return. 



1 1MB built-in memory, CompactFlash™, 
USB Mass Storage Class compatibility 



Thanks to 1 1 MB of built-in memory, the Optio430RS 
is always ready to shoot without the need for 
additional recording media. More, however, can 
be added whenever you wish as the camera is also 
compatible with CompactFlash. 

Finally, an additional area of convenience 
comes in the form of USB connectivity*. This allows 
you to import a selection of images simultaneously 
into common PC applications and enter into a new 
realm of digital versatility. 

*System requirements: PC running Windows 98/98SE, Windows 2000, 
Windows Me, Windows XP Home Edition/Professional or Mac OS 8.6 or 
higher (installation of the included driver software is required, except in 
the case of Mac OS 9.0 or higher). Compliance with the aforementioned 
system requirements does not guarantee USB compatibility. 



Precision LCD monitor 



The high resolution, 1 .6-inch LCD monitor lets you 
achieve compositional precision with a 100% view 
of the frame. It also enables you to display and 
view recorded images with ease, so that you can 
share a picture with a friend or make the decision 
to recompose and shoot while you are still close to 
your subject. 




Shooting modes for 

greater satisfaction. 



The Optio430RS adds simplicity to shooting in 
different situations with a range of easily selected, 
convenient modes. 





i r. *w 
Macro shooting mode I 

Macro shooting mode 
allows shots to be taken 
from a distance of a mere 
0.14m (0.46ft) when the 
Optio430RS is set in wide angle position. Such capacity 
allows you to fill the frame with small, detailed objects, 
such as this fishing lure. 




Macro mode 



Metered manual 



There are times when automatic shooting can't quite 
achieve the effect that you're looking for. That's when 

Metered manual mode 
comes in handy, 
providing you with a 
greater degree of control 
and the reassurance of 
exposure guidance. 

Metered manual 




Infinity-landscape mode 



Infinity-landscape mode 



Infinity-landscape mode is perfect for capturing 
beautiful expanses of scenery. It automatically sets 
the focus to infinity and captures objects by the 
horizon with clarity. Infinity-landscape mode also 
delivers pleasing performance when you are 
shooting through windows. 



Interval shooting 



Interval shooting allows you to capture processes 
that occur over extended periods of time, such as 
flowers blooming or the sun rising. All you have to 
do is set the time to commence shooting, choose 
the interval between shots, decide upon a number 
of frames, then enjoy the results. 



Movie* 



Not only is the Optio430RS capable of taking 
impressive still images, it also has the capacity to 
record video files. Simple selection of Movie mode 
gives you the freedom to record soundless video 
image clips of up to 30 seconds in length at 
approximately 1 5 frames per second, with 320 X 240 
recorded pixels. What's more, these files are 
recorded in AVI format, so they can be played back 
on PCs with ease, and there's even a Time-lapse 
Movie function, which creates a fun effect when 
playing back scenes of slow-moving processes. 

*System requirements for use of the Movie function: PCs running Windows 
98/98SE or Windows 2000 operating systems which came with DirectX 8.0 and 
Windows Media Player pre-installed, or have QuickTime 3.0 or higher installed. 

PCs running Windows Me or Windows XP operating systems featuring 
Windows Media Player or QuickTime 3.0 or higher. 
Macintosh machines running operating systems, which came with 
QuickTime 4.0 or higher pre-installed. 



The ability to take greater control over each shot. 



In addition to shooting modes for different circumstances, 
the Optio430RS offers a range of modes that provide 
subtle, yet vital control over the capture of each image. 



7-point autofocus 



You may not always have the subject in 
the center of the frame, and indeed, 
you may not always have just one 
subject. 7-point autofocus, however, 
means that this is not a problem. It allows 
you to place your subjects wherever you 
wish in the frame, without sacrificing the 
sharpness of the outcome. Finally, for situations where 
there's not quite enough light, the Optio430RS assists 
focusing with an auxiliary AF spotbeam function. 




Spot AF 



Spot AF provides you with an even 
higher level of compositional 
freedom and the ability to add 
impact. It allows you to place the 
point of focus exactly where you wish 
in the shot and effectively remove 
the emphasis from unwanted elements. 




Manual focus 



In some conditions, only manual focus can let you achieve 
the kind of results you want. It lets you achieve pin-sharp 
results in difficult situations and gives you the freedom to 
experiment with creative focusing too. There's also the 
advantage of enlargement on the LCD screen, allowing 
you to be sure of your focus before you press the shutter. 



Built-in auto flash 



In line with its compact design, the 
Optio430RS also has a small, but highly 
effective built-in auto flash. This can be 
set to discharge automatically in low-light 
conditions and there is also the choice of 
Flash-on and Flash-off mode, in addition 
to convenient red-eye reduction*. 

This feature does not eliminate "red eyes" in all instances. 




White balance modes 




1EV 




In life, there is more than one kind 
of light. That's why the Optio430RS 
offers more than one kind of white 
balance setting. It offers a 
selection of settings for Auto, 
Daylight Shade, Tungsten Light, 
and Fluorescent Light. There's also 
a Manual setting. These modes 
provide the best possible results in 
each circumstance by preserving 
the natural colors of the shot. 



Exposure compensation 



Exposure can be a tricky 
concept; indeed there is often 
more than one correct 
combination of aperture and 
shutter settings. The Optio430RS, 
iev however, can be simply set to 
take shots that vary exposure 
across a range of }2EV in steps 
of 1/3EV. Following this easy 
procedure, all you have to do is 
judge which shot you like the best. 



Histogram display 



There are times when you need 
to check light levels with a 
greater degree of accuracy than 
can be achieved with the LCD 
screen. These are the ideal times 
to turn to the detailed histogram display. It is as useful when 
used during shooting as it is during playback and is simply 
ideal for letting you evaluate shots prior to returning home. 



Further control over sharpness, 
saturation, and contrast 



The Optio430RS also allows you to control sharpness, 
saturation, and contrast in three steps. Simply 
choose the levels that suit your taste! 



Options that extend beyond 



Exercise your true creative potential with simple-to- 
use functions and a range of additional capabilities. 



Optical viewfinder 

For times when you wish to compose in a more 
conventional manner or when you simply want to save 
battery power, the LCD monitor can be switched off in 
favor of the optical viewfinder. It allows you to frame your 
shots with a satisfying degree of accuracy and even 
allows diopter adjustment for more precise focusing. 



Self-timer/Remote control 

There's no need to miss out on group shots with the self- 
timer function. It allows you to set up the camera and 
get in the frame and can also be used with long 
exposures to help avoid camera shake. For additional 
convenience, there's also a choice of two optional 
remote controls, one of which can even be used to 
control zooming. 



Nine-image/Zoom display 



With its impressive capacities for memory, you might 
think it difficult to search for recorded images on the 
Optio430RS. Thanks to the nine-image display function, 
however, multiple images can be viewed at once, 

speeding the process up 
considerably. Individual 
images can also be viewed 
with 4X magnification, 
allowing you to view the 
smaller details and judge 
^*^hST"t the level of focus. 

Nine-image Display 






Zoom Display 









shooting. 










Customized Start-up Screen 




Simply select a shot that you really like and set it as 
the first screen that appears on the LCD screen 
when the power is switched on. 






DPOF 




The Optio430RS has the power to support DPOF. 
When used with compatible printers*, this advanced 
feature allows you to take greater control by 
selecting the number of printouts and adding a date 
function when required. 

*Some printers may not support the above functions. Please consult the 
supplier of your printer for more information. 






Mode memory function 




When you find a combination of settings that 
achieves a pleasing effect these can be saved 
through selection of the Mode memory function. 
Once selected, these settings are immediately 
resumed when the power is next switched on. 






Exif Print and 
PRINT Image Matching I compatibility 




With a printer you can easily make hard copies of 
your favorite shots. What's more, the Optio430RS is 
also compatible with both Exif Print and PRINT 
Image Matching H — allowing you to achieve 
even higher quality ^ESB 
prints when using r®f D nn f Pfljl 
compatible printers. EaII riffll BSfiSjjS 






ACDSee™ 




The Optio430RS comes complete with its own CD- 
ROM. This contains the USB driver that supports 
convenient PC connectivity. It also contains 
ACDSee™, a very popular application that offers 
picture viewing, graphic conversion, album creation 
and a range of other Tii& M 
highly versatile features. ACD f>°}®£ 
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Nomenclature 



Flash light sensor 




Remote control 
receiver 



Viewfinder 
Built-in flash 



Power switch 



Remote control 
receiver 



Self-timer lamp/ 
AF spotbeam 



Tripod socket 




Shutter release button 



^ I M button 

0 | 3 / DPOF button 
& ii af f/ / °-" button 



Diopter adjustment 
lever " 
Flash lamp - 



Terminal cover 
USB terminal . 
DC input terminal 

Display button 




Playback/OK button 



Zoom / H button 
CF card cover 
Menu button 
Strap lug 

Four-way controller 

Battery chamber cover 
Battery chamber cover 
release lever 



System chart 




Accessories 



■ Strap 

■ Rechargeable Lithium-ion Battery 

■ Battery Charger 

■ AC Plug Cord 

■ USB Cable 

■ 3D image viewer 

■ Software (CD-ROM) 



Sold separately 



■ AC Adapter Kit 

■ Remote Control E 

(with zooming capability) 

■ Remote Control F 

■ Soft Case 0-CC2 

■ Waterproof case O-WPl 



Type 



Effective Pixels 

Sensor 

Color Depth 
Recorded Pixels 
Still 

Movie 
Sensitivity 

File Formats 

Still 

Movie 
Quality Levels 
Storage Media 
Image Storage 
Capacity 



Digital Zoom 

Focusing System 
Type 

Focusing Areas 
Focusing Range 
Autofocus 

Manual focus 
Exposure Control 
Metering System 

Exposure Modes 

Exposure 
Compensation 

Movie 
Shutter 

Shutter Speed 
Drive Modes 
Digital Filters 
Flash 



Effective Range 



Specifications 



Compact-type digital still camera with built-in zoom lens, autofocus, 
auto exposure and auto flash 

4.0 megapixels 



4.1 3 megapixels (total pixels) 

1 /l .8 inch interline transfer CCD with a primary color filter 
\ 10 bit x 3 colors 

2304 x 1 7 1 2 pixels, 2240 x 1 680 pixels, 1 600 x 1 200 pixels, 
! 1 024 x 768 pixels, 640 x 480 pixels 
320 x 240 pixels 

Auto, fixed (equivalent to ISO 100, 200) 



JPEG (Exif 2.2), DCF, DPOF 

AVI (Open DML Motion JPEG Format) approx. 15fps, soundless 
| "Good", "Better", "Best" 

| Built-in memory (approx. 1 1MB), CompactFlash (CF) card Type I 
| Exposure capacity when using built-in memory 



Recorded Pixels 


Good 


Better 


Best 


2304 x 1712 


11 


7 


3 


2240 x 1680 


12 


7 


3 


1 600 x 1200 


22 


15 


10 


1024x 768 


48 


36 


22 


640 x 480 


92 


69 


44 



Pentax power zoom 7.6mm - 22.8mm 

(Equivalent to 37.5mm - 1 12.5mm in 35mm format) 

F2.6 - F4.8, 7 elements in 6 groups (2 dual-sided aspherical elements) 

1X-2X 



TTL contrast detection autofocus system 
Manual focus/lnfinity-landscape mode available 
I 7-point autofocus, spot autofocus 

Normal: 0.4m (1 .31ft) to infinity 
! Macro: 0.14m (0.46ft) to 0.5m (1 .64ft) (wide) 
0.14m (0.46ft) to infinity 

| TTL metering: Choice of Multi-segment metering, Center-weighted 
metering, Spot metering 

Standard, Night Scene, Metered Manual, Movie, 3D image, Digital filters 
±2 EV(l/3 steps) 

Shooting time: approx. 1 sec. - 30 sec. 

I Programmed AE electronic lens shutter with CCD electronic shutter 
| Approx. 1 /2000 sec. to 4 sec. 

I One shot, Continuous, Self-timer, Remote control, Interval shooting 
I Black & White, Sepia, Red, Pink, Yellow, Green, Blue, Purple, Slim 
j Built-in series-control auto flash 

| Automatic discharge under low lighting condition in auto modes 
i Flash-on and Flash-off modes "Red-eye" reduction function employs a 
single discharge 

9.2 ft.) (7.6mm at ISO 100) 
12.8 ft.) (7.6mm at ISO 200) 
5.2 ft.) (22.8mm at ISO 100) 
7.2 ft.) (22.8mm at ISO 200) 



0.14m -2.8m (0.46 ft. - 
0.14m -3.9m (0.46 ft.- 
0.4m -1.6m (1.31 ft. • 
0.4m -2.2m (1.31 ft. • 

White Balance Auto, Daylight, Shade, Tungsten Light, Fluorescent Light, Manual setting 

Optical Viewfinder Actual-image zoom viewfinder with diopter adjustment from -3m"' to +1 m" 1 

LCD Monitor 1 .6 inch, TFT color LCD, field of view: 1 00% 

LCD Functions Nine-image and 1 X - 4X magnification available in playback mode 



Time 



World Time Display of the time in 62 cities (28 time zones) 

Alarm Clock Display of an image with alarm (max. three memory settings) 



Interfaces USB terminal, DC input terminal 

Power Sources Lithium-ion battery (rechargeable), AC adapter (optional) 

Lithium-ion battery allows 250 shots to be taken with one charge* 
Dimensions | 92 (W) x 59 (H) x 32 (D)mm (D; max 34.5mm) (3.6 x 2.3 x 1 .3/1 .4 inches) 

Weight j 200g (7.1 oz.) without battery and CF card 

; 235g (8.3 oz.) loaded and ready 

*According to tests conducted in-house by Pentax. Maximum charge takes approximately 120 minutes. 



■ CompactFlash and CF are trademarks of SanDisk Corporation. 

■ PENTAX and Optio are trademarks of Asahi Optical Co., Ltd. 

■ All other brands or product names are trademarks or registered trademarks 
of their respective companies. 

■ The USB driver uses software developed by inSilicon Corporation. 
Copyright ©2002 inSilicon Corporation. All rights reserved. 

■ This product supports PRINT Image Matching I. When used in combination, 
PRINT Image Matching I enabled printers and software, help photographers 
to produce images more faithful to their intentions. 

• Designs and specifications are subject to change without notice. 

• It is strongly recommended that you read the entire operation manual before 
operating this digital camera. 

• LCD images are simulated. 

• Sample photos featured in this brochure were not taken using this product. 

• This brochure is printed on recycled paper. 



http://www.digital.pentax.co.jp 



PENTAX 

Asahi Optical Co., Ltd. 2-36-9, Maeno-cho, Itabashi-ku, Tokyo 174-8639, JAPAN (http://www.pentax.co.jp) 
Pentax GmbH (European Headquarters) Julius-Vosseler-Strasse, 104, 22527 Hamburg, GERMANY 

(HQ - http: / /www.pentaxeurope.com Germany - http: / /www.pentax.de) 
Pentax U.K. Limited Pentax House, Heron Drive, Langley, Slough, Berks SL3 8PN, U.K. (http://www.pentax.co.uk) 
Pentax France S.A.S. 12/14, rue Jean Poulmarch, 95106 Argenteuil Cedex, FRANCE 

Pentax Benelux B.V. (for Netherlands) Spinveld 25, 4815 HR Breda, NETHERLANDS (http://www.pentax.nl) 

(for Belgium & Luxembourg) Weiveldlaan 3-5, 1930 Zaventem, BELGIUM (http://www.pentax.be) 
Pentax (Schweiz) AG Widenholzstrasse 1, Postfach 367 8305, Dietlikon, SWITZERLAND (http://www.pentax.ch) 
Pentax Scandinavia AB P.O. Box 650, 75127 Uppsala, SWEDEN (http://www.pentax.se) 
Pentax Europe n.v. (European Distribution Center) Weiveldlaan 3-5, 1930 Zaventem, BELGIUM 
Pentax Corporation 35 Inverness Drive East, Englewood, Colorado 80112, U.S.A. (http://www.pentax.com) 
Pentax Canada Inc. 3131 Universal Drive, Mississauga, Ontario L4X 2E5, CANADA (http://www.pentaxcanada.ca) 



